


The technologies are:

• Isolation and pointing assembly (IPA) for operating in the 
presence of spacecraft vibrational disturbance. 

• Photoncounting camera for the FLT to enable acquisition/
tracking and uplink with a dim laser beacon. 

• Photon-counting ground detectors that can be integrated 
with large aperture diameter ground collecting apertures 
(telescopes) for detecting the faint downlink signal from 
deep space. 

A high peaktoaverage power laser transmitter for deployment 
on deepspace spacecraft is also being developed to enable 
photonefficient communications. The laser, along with optics 
and electronics, will be integrated with the flight technologies 
identified above into a deepspace flightworthy FLT. 

Isolation Pointing Assembly (IPA) 
The IPA conceptual 
design, right, has struts 
with actu ators and 
sen sors that allow 
the iso lated plate to 
be “levitated” so that 
it is mechanically de-
coupled from the base 
that is attached to the 
spacecraft. The optics 
attached to the iso-
lated plate can be steered over limited angular range of ±5 mrad. 
Electrical wires and optical fibers can be routed to the payload 
through the low stiffness umbilical that prevents a mechanical 
short of the vibration isolated payload. The IPA is required to 
provide at least 25 dB of isolation from vibrational disturbance 
injected at the base. 

Photon Counting Camera (PCC) 
The photon counting 
camera (PCC) has sin-
gle pho ton detection 
sen sitivity with low dark 
noise and negligible 
read noise. A dim bea-
con with 515 pW/m2 
ir radiance at the opti-
cal entrance aperture 
of the FLT will be fo-
cused on the camera and detected. The focused spot will be 
used for accurate centroid estimation. At least 3.75 μrad mis
pointing error is required for pointing the downlink laser beam. 
The centroid estimation error on the PCC focal spot is a com-
ponent of this overall mispointing error. Above is a 32 × 32 pixel 
InP/InGaAs Geiger mode avalanche photodiode array. The 

focal plane array is mated to a custom read-out integrated cir-
cuit developed by Lincoln Laboratory, Massachusetts Institute 
of Techno logy.

Ground Photon Counting Detectors 
Faint deepspace downlink signal 
is detected using large aperture 
diameter (>5m) ground telescopes 
equipped with low noise, high de
tection efficiency, single pho ton 
counting detectors. Tung sten 
sili cide (WSi) superconducting 
nano wires single photon de tec tor 
(SNSPD) arrays are being devel
oped to achieve this.

The SNSPD arrays operate at <1K 
and were verified during LLCD in 
the alternate ground station de vel
oped by JPL. For DSOC large ef
fective diameter (~300 μm) arrays 
are required. An optical micro-
graph of such a recently fabricated 
detec tor array is shown top right. 

The integrated TRL6 FLT is shown 
right, and the laser optical module 
is shown below right. The FLT is 
based on a 22-cm clear aperture 
offaxis Gregorian optical trans-
ceiver assembly. The laser is based 
on a master-oscillator power am-
plifier architecture using optical 
fibers. 

Successful technology maturation 
to TRL-6 will establish the readi-
ness for deploying a DSOC FLT on 
an upcoming NASA mission for a 
Class D Technology Demon stration 
Opportunity (TDO). The TDO will 
serve as a precursor to implement-
ing operational optical communica-
tions for NASA’s future missions.

The Game Changing Development (GCD) Program investigates 
ideas and approaches that could solve significant techno-
logical problems and revolutionize future space endeavors. 
GCD projects develop technologies through component and 
subsystem testing on Earth to prepare them for future use 
in space. GCD is part of NASA’s Space Technology Mission 
Directorate. 

For more information about GCD, please visit 
http://gameon.nasa.gov/ 

A solid-model rendering of the isolation 
pointing assembly (IPA) conceptual design. 

32 x 32 focal plane array to be used for 
the TRL-6 FLT being matured at JPL. 

Optical micrograph of WSi 
SNSPD array with 320 micro-
meter effective diameter. 

Integrated TRL-6 
FLT solid model. 

Laser optical module for high 
peak-to-average power. 
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